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Step 1:

Apply a drop of oil around the male
end of the adapter before inserting
into the Quick Connect Fitting under
the tank.

Step 4:

« Push back on sleeve of Fuel-Tool adapter
and insert male end of fuel line into
adapter

« Pull back on sleeve of adapter until it
clicks locking fuel line into place

« Gently tug of fuel line to make sure
connection is properly mated and locked

Step 2:

* Locate the Fuel Line on the lower left hand
side of the gas tank

« Push up on sleeve of Quick Connect Fitting
on fuel tank and with your fingers (no tools)
slowly pull down on fuel line just enough to
disconnect & control a possible slight fuel
spray
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Step 5:

When completed, the installation of
adapter will look like this

Step 3:

® Insert male end of adapter into Quick
Connect Fitting on tank

« Pull down on sleeve of Quick Connect Fitting
until it clicks locking adapter onto tank

« Gently tug down on adapter to make sure
connection is properly mated and locked

Note:

Fuel injected bikes with two Quick
Connect Fittings require the Fuel-Tool
adapter to be installed onto the Quick
Connect Fitting towards the front of
the bike

Step 1:

* Start engine of host bike

« Place nozzle spout into the tank of
the receiving bike and begin fueling (fuel
should flow at a rate of approximately 1
quart every 25 seconds)

Step 2:
« NOTE: This system retains pressure after
use. Follow instructions Carefully.

« Once fueling is complete, TURN ENGINE
OFF

» While keeping the nozzle in the tank, press
the nozzle button to release pressure from
the Fuel-Tool system

Step 1:

Once pressure is released,
disconnect motorcycle fuel line from
the Fuel-Tool adapter

Step 3:

Apply oil around the male end of the
fuel line before reconnecting into the
Quick Connect Fitting

Step 2:
Disconnect Fuel-Tool adapter from
Quick Connect Fitting

Step 4:

* Reconnect motorcycle fuel line to Quick
Connect Fitting

« Pull down on sleeve of Quick Connect
Fitting until it clicks locking the fuel line
into place

« Gently tug on fuel line to make sure
connection is properly mated and locked

® WARRANTY- ® GARANTIE- ® GARANTIA-
. Save Register Receipt . Enregistrer regu de c_aisse . Guardar Registro Recibo
- Do Not return to place of purchase + Ne pas retourner au lieu d'achat +  No regrese al lugar de compra
+  Forinformation regarding the warranty or return procedure, please visit + Pour plus d'informations concernant la procédure de garantie ou de retour, s'il vous - Para obtener informacién sobre el procedimiento de garantia o devolucién, por favor
www.fueltool.com and click on Warranty tab. plait visitez www.fueltool.com et cliquez sur l'onglet de la garantie. visite www.fueltool.com y haga clic en la pestafia de garantia.
)
WARNING o | /A\ AVERTISSEMENT /\ ADVERTENCIAS
. OO0 ool 0000000000000 D00 00nOo0IoN 000OI0oK I 00 . 10000000 0I0000100N0CmO0oIDO0oe0IoOoboINoIbomoonooItionboO0trO O 0o00a
0 nooo 0l I I 000 oo Il 000000NO0I000N0X0I00I0000000 0000000 0I000000M 0000001000010 00000II0D0MNONODIND0I0000I0000 0010001000000
a%DD[[TDH%DHJQEEE][]][D[D%[ﬁw ‘F‘ i“ﬂj"‘%‘]‘”[‘:‘ \‘\‘H‘\D\F‘]’g JEERCCOCO N o «  O00000OONDO0000000N000000 0O0DI00I0000000000/00000 00000 00X 00 000000 «  0000000I0OI0000000J00010000000000I00000/00010000000000I00000000100000«
- B e e . 1w o IoOooooiooar
L 0 PSRN 0O 00 000 0 A I W D00I00I0OIOnooo .  OOI000OOOIDOIDoNOoIIooIoONO0DI0 0 I OO0 D 00000 O D00 OO O IO oonI000 00000l
00ooooom +  DOO00:000000000000000 ) . O0OO0Io0ooOoooo:
L I8 A 0 +  00000000000000000moo000000! - [J000000000CO0OI00DI0000000I00IDNDan
o J00I0D00OODOIODOO _
« I000000IOOI00O00I0oOOINO0n0 ® U O000oooomomimo (] 0000mooonooioon
—— SO i a o i  mm mA A P o m n  n man a o
PY 00000 onommoon P 1. a0 ] i a m  m mna ma m mn a n awa a  a wala a [ PN 00 0 ) W m Win a wa  aa
o OIONOIOO0NO0INOI000N0000 0]} o a0 0 ] 0] 0 o s W g a a apmanssaa {w Waa  min mia
e O000100N00I000I000010]00 000000100 0000000000 0N 0000000 0000I00000 0 0000 S 0 0 ) 00 1 0 A a0 0000000000 00000
000000000I000000I000X00I000I000000010IC 00000 0000000DO000 R ) 0 T 0 o
(0000000000000 000000000 0000I00I000 0N 00 0000I0TN 0000000000000 + OOnooomo 000000 00 00m000I0 0000000000000 000X I 00/0IINO00000000000000 1000000000000 0000]
e e B A LRI DO000000I0000000 S 1) 1] 1 1 0l 00 1 B A W W
PSS s 0} 18010 8 W awa wsmm wiw soga w sna(a ol O0I00OI0I00I00i00000I00a00I00
iH“"UH'HH““‘H“‘””“H“:HJ“““‘:‘ “““‘H\H“J H‘: H“”H“J‘ ““““H‘H“‘HHJ“‘“H““‘““‘:H“J‘ ‘r”:‘H:‘J““HH“‘JH“‘HJ” H :“H““‘HH““H“\ . 0 10 80 W W AR W A oA PO 101000 00 0 0 0 8 0 a8 o A A W W R a oo
i OOIOONI00I000000000 1010000 0 10 00 ) 10000
HHH n{uia[mialulina anilum wuuliinlin)
® |INSTRUCTIONS FOR USE ENGLISH
Installation Operation Removal Drain
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Step 1:

Place the nozzle spout into the tank of
the receiving motorcycle, press
nozzle button and hold

Step 2:

® Insert the rubber tip into the female end of
the Fuel-Tool adapter and press gently

« Raise entire Fuel-Tool hose above the
tank and hold until all fuel has drained
from the Fuel-Tool system
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Instalacion

Operacién Eliminacion
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Desaguar
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French INSTRUCTIONS D'UTILISATION
Installation Egout

Opération Enlévement
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